
2021 BRAND GUIDELINES



CORRECT LOGO USAGE

SERIES LOGO – FOUR COLOR
FOR USE ON WHITE OR LIGHT BACKGROUNDS



CORRECT LOGO USAGE

SERIES LOGO – FOUR COLOR
FOR USE ON BLACK OR DARK BACKGROUNDS



AFT SHIELD LOGO USAGE

WHEN USED ALONE, THE SHIELD MUST ALWAYS CONTAIN AFT LETTERS



CORRECT LOGO COLORS

PMS
485C

PMS
2955C

WHITE PMS
2935C

5/98/100/0 100/78/35/28 0/0/0/0 100/47/0/0

CMYK EQUIVALENT



CORRECT LOGO PLACEMENT

4”W x 3”H
Left Sleeve

1”H
Right Chest

Class Logo

1”H
Left Chest

2”H
Right Chest

Class Logo

4.89”W x 1”H
Right Sleeve



LOGO LINKS

Progressive AFT
Logo Link: Here

Mission® SuperTwins
Logo Link: Here

Progressive AFT Production Twins
Logo Link: Here

Progressive AFT Singles
Logo Link: Here

VP Racing Fuels
Logo Link: Here

Dunlop
Logo Link: Here

https://www.dropbox.com/sh/w7uhwkwqbgk5djc/AADGG6HvV5dYxWqK3GiXOpxFa?dl=0
https://www.dropbox.com/sh/euyi4y8wv65rjcf/AAA28DpL_6SYTH3jb7hNlBkba?dl=0
https://www.dropbox.com/sh/g4d8d1ont3lphpp/AABNJkmLHkOvxQIj-bGE8ceea?dl=0
https://www.dropbox.com/sh/sda16oklbwreqwm/AAAXT8w1juZrW_hVBC9BBrlHa?dl=0
https://www.dropbox.com/sh/rsx73r6hj4axg2w/AAC_SRDCZVHkTXg0TK6t2B_3a?dl=0
https://www.dropbox.com/sh/y6o2b4cxo7qx3io/AACyHvkDZN5WSbzAZ4XL5bpBa?dl=0


CORRECT LOGO PLACEMENT

FRONT NUMBER PLATES – SERIES AND CLASS LOGO REQUIREMENTS

In the Mission SuperTwins class, the 
front number plate must be 12” W by 12” 
T and include the Series and Class logos 

as depicted.

Top:  The top 1.33” of the number plate 
must be black and include the Series and 

Class logos equally spaced on either 
side of the mounting bolt. The logos 

must be 1” tall with the Series logo on 
the left side and the respective Class 

Logo on the right side.

Mission® Super Twins
Number Plate Art Files Link: Here

https://www.dropbox.com/sh/p4xqvs5jvgq7z5d/AADgsR7EzPRVXRTTOBXP0_1Ca?dl=0


CORRECT LOGO PLACEMENT

In the Progressive AFT Production 
Twins class, the front number plate 

must be 12” W by 12” T and include the 
Series and Class logos as depicted.

Top:  The top 1.33” of the number plate 
must be black and include the Series 
and Class logos equally spaced on 

either side of the mounting bolt. The 
logos must be 1” tall with the Series 

logo on the left side and the respective 
Class Logo on the right side.

FRONT NUMBER PLATES – SERIES AND CLASS LOGO REQUIREMENTS

Progressive AFT Production Twins 
Number Plate Art Files Link: Here

https://www.dropbox.com/sh/uwwg2txi0osesdt/AACYTaIcSJETc9QvGVd1ePWpa?dl=0


CORRECT LOGO PLACEMENT

The Progressive AFT Singles class uses 
yellow (Pantone C) OEM plates and must 

have the Series and Class logos as depicted.

Top:  The top 1.33” of the number plate must 
be black and include two (2) Progressive 

American Flat Track series logos (Size: 4.5” 
W by 1” T), centered and equally spaced.

Bottom: One (1) centered Progressive AFT 
Singles class logo (Size: 3” W by 0.75” T).

FRONT NUMBER PLATES – SERIES AND CLASS LOGO REQUIREMENTS

Progressive AFT Singles
Number Plate Art Files Link: Here

https://www.dropbox.com/sh/t50cvcnrelp21hz/AADflr5gbzr-YHCeeL6GkKAfa?dl=0


For more information contact:
Ashley Freas, Director of Marketing

E: afreas@amaproracing.com P: 386-944-7679

525 Fentress Blvd. Suite B
Daytona Beach, FL 32114

Phone: 386-492-1014 Fax: 386-274-2335 amaproracing.com
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